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产品简介 

AM 582 人工嘴 

AM 582 人是一款内置功率放大器的人工嘴，用于

精确模拟人嘴部附近声场的声源，适用于电话送话器和

传声器（麦克风）的频响，失真等声学参数指标测。 

AM 582 拥有极高灵敏度及宽频带换能效率，即使

在 80mm 的工作距离，也能保证 94dB 声压级下极低

失真；典型 80mm MRP 距离，94dB 声压级的工作情

况下，200Hz~10kHz 的失真能小于 1%。 

功能特点 

⚫ 符合 IEEE269,661 国际标准和 ITU-T P51 建议的 “嘴基准点” 发送声信号的要求

⚫ 声学测量标准声源

⚫ 低失真，高稳定性

规格参数 

整体参数 

失真 
200Hz – 10kHz：出厂标准小于 1% 

（94dB SPL, 80mmMRP 处） 

频响曲线 经补偿后输出声压 94dB ± 0.1dB（100Hz - 10kHz） 

最大连续输出声压 
200Hz - 10kHz: 110dB (25mmMRP) 

100Hz - 10kHz:100dB(25mmMRP) 

阻抗 4 ohm 

连续最大功率 10W 

出声孔径 Ø20mm 

唇环 
外径：Ø51mm 

高度：25mm 

直径 Ø104mm 

高度 100mm 

净重 1310g 

接口 BNC 

http://www.megasig.com/
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频响曲线 

补偿后94dB声压频响曲线（80 mm MRP） 

补偿后94dB典型失真曲线（80 mm MRP） 
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尺寸与结构     单位: mm 

在无深圳市美格信测控技术有限公司优先书面授权书前提下，此出版物任何一个部分不可通过任何形式进行

复制、修改和翻译。对于非法复制、修改和翻译商业行为，将根据国家知识产权相关法律追求其法律责任。 
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Product introduction 

AM 582 Mouth Simulator 

The AM 582 Mouth Simulator is a sound source with a 

built-in power amplifier, designed for precise simulation 

of the acoustic field near the human mouth. It is suitable 

for measuring the frequency response, distortion, and other 

acoustic parameters of telephone transmitters and 

microphones. 

The AM 582 features extremely high sensitivity and wide-

band transducer efficiency. Even at a working distance 

of 80 mm, it ensures minimal distortion under a 94 dB 

sound pressure level. Under typical working conditions 

at a 80 mm MRP distance and 94 dB sound 

pressure level, distortion remains below 1% within the 

200 Hz to 10 kHz range. 

Features 

⚫ It meets the requirements of IEEE269,661 international standards and ITU-T P51 recommended "mouth reference

point" to transmit acoustic signals

⚫ Standard sound source for acoustic measurement

⚫ Low distortion, high stability

http://www.megasig.com/
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 Specification parameters  

  

Parameters 

THD 
200Hz – 10kHz：test standard is less than 1%  

（94dB SPL@80mmMRP） 

Frequency Response 
Output sound pressure after equalization 94dB ± 0.1dB 

（100Hz - 10kHz） 

Maximum continuous output sound pressure 
200Hz - 10kHz: 110dB (25mmMRP) 

100Hz - 10kHz:100dB(25mmMRP) 

Impedance 4 ohm 

Maximum continuous power 10W 

Aperture of sound Ø20mm 

Lip ring 
OD：Ø51mm 

Height：25mm 

Diameter Ø104mm 

Height 100mm 

Weight 1310g 

Connector BNC 

http://www.megasig.com/
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Frequency response  
  

 

Compensated 94 dB Sound Pressure Frequency Response Curve (80 mm MRP) 

 

Compensated 94 dB Typical Distortion Curve (80 mm MRP) 
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 Size and Structure                                                 Unit: mm 

 

 
 

 

 
 

 

 

 

 
 

 
 

 

Without the prior written authorization of Shenzhen Megasig Measurement And Control Technology CO LTD., no 

part of this publication may be reproduced, modified or translated in any form. Legal liability will be pursued in 

accordance with the national laws on intellectual property rights for commercial activities involving illegal 

reproduction, modification or translation. 
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