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Product introduction

Differential DSA data acquisition card

PM 6183 is a data acquisition card specifically designed

for production line testing.

8- channel analog input and 2- channel analog output,

supporting connections for 4 sets of 3.5mm audio cables

to achieve stereo monitoring with adjustable monitoring

gain. The card allows enabling or disabling the IEPE
En~os=sio constant current source excitation and supports adjustable
AC/DC coupling for conditioning microphones, artificial
ears, accelerometers, and other IEPE-powered sensors.

With digital optocoupler isolation, it provides strong anti-

interference capability and supports rotational speed
signal acquisition.

It is suitable for acoustic quality analysis, electroacoustic
analysis, vibration analysis, NVH analysis, and other
demanding measurement applications to capture sound
and vibration data.

Additionally, the PM 6183 offers an open application
protocol interface, which is a lightweight and platform-
independent interface designed for programming data
acquisition from the PM 6183 using your own (or third-

party) software.

Features

® 8-channel line input, 2-channel line output

® Stereo monitoring signal adjustable within a 10-fold range in a stepless manner
® Differential signals

® Built-in [EPE power supply

® AC/DC coupling mode adjustable

® Internal/external synchronous triggering with ultra-low latency of 1.2ms

® Digital optocoupler isolation
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Specification

Number of analog input channels

8

Number of analog output channels

2

IEPE channel

8-channel (built-in the collection front end )

Stereo monitoring channel

8-channel (4 pairs of L/R)

IEPE power supply

4dmA

Bus line

USB-B

Product dimensions L*W*H (mm)

240*270*76.5 (Excluding BNC)

Interface type BNC
Operating temperature -20°C - 50°C
Operating voltage 220V
Coupled mode AC/DC

Synchronization trigger

Internal trigger delay: 1.2ms

Analog input channel characteristic parameters

Al Channel Parameters

ADC accuracy 24 Bit
ADC type A-Z
Sampling rate range 1k-100k
FIFO buffer size 1024
Data transmission mode DMA

S5Hz - 50KHz, maximum 0.08dB

Input voltage range +/- 10Vrms (Measurement ranges: 1Vrms. 5Vrms. 10Vrms)
Gain error AC coupl%ng: +/- 0.03dB
DC coupling: +/-0.1dB
Input impedance Between positive input and ground: 200K ohm
20Hz - 20kHz, maximum 0.03dB
Flatness

Al Idle Channel Noise (uVrms)

Sampling rate

fs=48kS/s

fs=96kS/s

Maximum

5

8

Note : [1] Short-circuit source impedance less than 50Q ,
weighting, IIR filter, low-pass cut-off frequency of high pass filter is 2Hz, 1 Vrms gear

operating temperature 23+5°C, AC coupling , linear
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Al Signal Noise Ratio (dB)

Sampling rate fs=48KkS/s fs=96kS/s

Minimum 125 120

Note: [1] Differential input, AC coupling, input signal: 1 kHz sine wave, measurement range set to 10Vrms,
input amplitude 10Vrms

[2] Bandwidths are respectively: 22.4 k. 45k

[3] Linear weighting

Al Dynamic Range (dB)
Sampling rate fs=48KkS/s fs=96kS/s
Minimum 110 110

Note: [1] Differential input, AC coupling, input signal: 1 kHz sine wave, measurement range set to 5Vrms, input
amplitude 2Vrms

[2] Bandwidths are respectively: 22.4 k. 45 k

[3] Linear weighting, SFDR method testing

Al THD+N (dB)
Sampling rate fs=48kS/s fs=96kS/s
Maximum -103 -103

Note: [1] Differential input, AC coupling, input signal: 1 kHz sine wave, measurement range set to 5Vrms, input
amplitude 2Vrms

[2] Bandwidths are respectively: 22.4 k. 45k

[3] Linear weighting

AITHD (dB)
Sampling rate fs=48kS/s fs=96kS/s
Maximum -110 -110

Note: [1] Differential input, AC coupling, input signal: 1 kHz sine wave, measurement range set to 5Vrms, input
amplitude 2Vrms

[2] Bandwidths are respectively: 22.4 k. 45k

[3] Linear weighting

Al Cross Talk (dB)
Sampling rate fs=48kS/s fs=96kS/s
Maximum -104 -100

Note: [1] Differential input, AC coupling, input signal: 1 kHz sine wave, measurement range set to S5Vrms, input
amplitude 2Vrms

[2] Bandwidths are respectively: 22.4 k. 45k

[3] Linear weighting
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Analog output channel characteristic parameters

AO Channel Parameters

DAC accuracy

24 Bit

Sampling rate range

1k ~ 192k

Output voltage range

+/- 10Vrms (Range settings:5Vrms. 10Vrms)

Gain error

AC coupling : +/- 0.03dB
DC coupling : +/-0.1dB

Output impedance

Between positive input and negative ground: 750hm

Flatness

20Hz - 20kHz, maximum: 0.12dB
5Hz - 50kHz , maximum: 0.5dB

AO Idle Channel Noise (uVrms)

Sampling rate

fs=48KkS/s

fs=96kS/s

Maximum

18

32

Note:[1] Collecting device impedance is more than 1Mohm, operating temperature 23+5°C, AC coupling , 5Vrms gear

AO Signal Noise Ratio (dB)

Sampling rate

fs=48kS/s

fs=96kS/s

Minimum

110

105

[3] Linear weighting

Note: [1] Differential output, AC-coupling, output signal 1 kHz sine wave, 10Vrms range, 10Vrms
[2] Bandwidths are respectively: 22.4 k. 45k

AO Dynamic Range (dB)
Sampling rate fs=48kS/s fs=96kS/s
Minimum 108 108

Note: [1] Differential output, AC-coupled, output signal 1 kHz sine wave, 5 Vrms range, 4.5 Vrms.
[2] Bandwidths are respectively :22.4 k,. 45k
[3] Linear weighting, SFDR test method
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AO THD+N (dB)
Sampling rate fs=48kS/s fs=96kS/s
Maximum -100 -100

Note: [1] Differential output, AC-coupling, output signal 1 kHz sine wave, 5Vrms range, 4.5Vrms
[2] Bandwidths are respectively :22.4 k. 45k
[3] Linear weighting

AO THD (dB)
Sampling rate fs=48KkS/s fs=96kS/s
Maximum -108 -108

Note: [1] Differential output, AC-coupling, output signal 1 kHz sine wave, 5Vrms range, 4.5Vrms
[2] Bandwidths are respectively :22.4 k. 45k
[3] Linear weighting

AOQ Cross Talk (dB)
Sampling rate fs=48kS/s fs=96kS/s
Maximum -99 -99

Note: [1] Differential output, AC-coupling, output signal 1 kHz sine wave, 5Vrms range, 4.5Vrms
[2] Bandwidths are respectively :22.4 k. 45k
[3] Linear weighting
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Size and Structure Unit: mm
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Without the prior written authorization of Shenzhen MegaSig Measurement & Control Technology Company
Limited, no part of this publication may be reproduced, modified or translated in any form. Legal liability will be
pursued in accordance with the national laws on intellectual property rights for commercial activities involving
illegal reproduction, modification or translation.
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